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XTD-300

PRODUCT SPECIFICATIONS

Heat Range (BTUH)"

Fuel Input (GPH)

FuelType'

Heating Area (sq. t)"
Power Supply (A

Cabinet Dimensions (L xW x H)

Hanging Weight
(bs)

Chimney Pipe™™
Compressed Air™
Combustion Chamber

Ductable Option.
Ductopening

Chimney Location

Upt0300,000
2

Used crankease oil up to SO wt
(conventional or synthetic),

‘used automatic transmission fluid,
#1and #2 fuel oil (diesel)

Upto 10,000
120V-60Hz (2) Legs/20 amps each
54"x45.57x36"

69

& ClassA

2CFM- 151851

10 Gauge CRs

Yes.
1418 X418

Topand left side:
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PRODUCT SPECIFICATIONS

Fuel Flow Rate 054 gallon/hour (2.0 Lihour)
BT 75,000 BTU/hour (21.98 kW/hour)
Heat Rise Over Input Air 100°F (250° F max outlet temp)
A Flow 500 CFM

Warm Outlet Dimensions 10X 125" (no ductwork allowed)
Exhaust Flue Diameter 6 (5cm)

Unit Dimensions (LxWxH)  26"x21"x75"

Unit Weight 2101bs.

Tank Storage 10 gallons

Shipping Dimensions (LxW xH) 36"x36"x 84"

Shipping Weight 3201bs.
Used crankease oil upto 90 wt
Approved Fusks (conventional or synthetic),

used automatic transission fluid,
#1and #2 fuel ol (diese)
115VAC 60Hz, 8amps

Electrical Requirements Connect to 10 amp circuit breaker
(15 amp max)

Warranty 1 year

Area Coverage Heats ups to 1,700 5. ft.

Mounting Bolts to non-combustible flooring

Flue Exhaust through 6* Class A flue
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XT-150

PRODUCT SPECIFICATIONS

Heat Range (BTUH)"

Fuel Input (GPH)

FuelType'

Heating Area (sq. ft)"
Power Supply (AC)"

Cabinet Dimensions (L xW x H)
Hanging Weight (bs)

Axial Fan (CFM)

Chimney Pipe™

Compressed Air™™
‘Combustion Chamber
Ductable Option

Chimney Location

Upt0150,000
B8]

Used crankease oil up to SO wt
(conventional or synthetic),

used automatic transmission fluid,
#1and #2 fuel ol (diese)
Upto3,500

120V-60Hz 20 Amps.

48" x40°x 24"

453

2600

6 Class A

2CFM-12-15PSI

12 Gauge CRS

No

e A M ———
s g e e s

o 5 h U oot lowth i o e e i s s
It o U ety e i ook o el o 3 . e e
ot st shod ek s, whst o iy by .




image3.png
XT-200

PRODUCT SPECIFICATIONS

Heat Range (BTUH)"

Fuel Input (GPH)

FuelType'

Heating Area (sq. ft)"
Power Supply (AC)"

Cabinet Dimensions (L xW x H)
Hanging Weight (bs)

Axial Fan (CFM)

Chimney Pipe™

Compressed Air™™
‘Combustion Chamber
Ductable Option

Chimney Location

[ ———
et vt ki e i s s o oo,
e i e o

Upt0200,000

14

Used crankcase oilup to SO wt
(conventional or synthetic)
used automatic transmission fluid,
#1and #2 fuel ol (diese)
Upto5,000

120V-60H220 Amps

48" x40"x 24"

453

2600

6 ClassA

2CAM-12:15Ps1

12 Gauge CRS

No

Topand side

e A M ———

s g e e s

o 5 h U oot lowth i o e e i s s
It o U ety e i ook o el o 3 . e e
ot st shod ek s, whst o iy by .
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XTD-200

PRODUCT SPECIFICATIONS

Heat Range (BTUH)"

Fuel Input (GPH)

FuelType'

Heating Area (sq. t)"
Power Supply (A
Cabinet Dimensions (LxW x H)

Hanging Weight
(bs)

Chimney Pipe™

Compressed Air™

Combustion Chamber
Ductable Option
Duct opening
Chimney Location

[ B———

sera o e .

Upt0200,000
14

Used rankease oil up to S0 wt
(conventional or synthetic), used

automatic transmission fluid, #1
and #2 fuel oil(diesel)

Upto5,000
120V-60Hz (2) Legs/ 20 amps each
56"x405"x 24"

523

6 ClassA

2CFM-12-15Ps1

12 Gauge CRS.

Yes
121/8"X121/8"

Topand left side:

v T S —
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PRODUCT SPECIFICATIONS

Heat Range (BTUH)"

Fuel Input (GPH)

FuelType'

Heating Area (sq. ft)"

Power Supply (AC)"

Cabinet Dimensions (L xW x H)
Hanging Weight (bs)

Axial Fan (CFM)

Chimney Pipe™

Compressed Air™™
‘Combustion Chamber
Ductable Option

Chimney Location

[ ———

e i e o

Upt0250,000

18

Used crankease oil up to SO wt
(conventional or synthetic),
used automatic transmission fluid,
#1and #2 fuel ol (diese)
Upto8500

120V-60Hz 20 Amps.

47" x46°x 36"

670

4600

& ClassA

2CFM - 15-18PSI

10 Gauge CRS

No

Topand side

S R —

e A M ———

s g e e s

o 5 h U oot lowth i o e e i s s
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PRODUCT SPECIFICATIONS
Heat Range (BTUH)" Up t0300,000
Fuel Input (GPH) 21

Used crankease oil up to SO wt
(conventional or synthetic),

FuelType! used automatic transmission flud,
#1 and #2 fuel ol (diesel)

Heating Area (sq. ft)" Upto 10000

Power Supply (AC)™ 120V-60Hz 20 Amps.

Cabinet Dimensions (LxWxH) ~ 47"x46"x 36"

Hanging Weight (Ibs) 670
Axial Fan (CFM) 4600

Chimney Pipe™ & ClassA
Compressed Air™ 2CFM - 15-18PSI
Combustion Chamber 10 Gauge CRS
Ductable Option No

Chimney Location Topand side
e s el
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